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1 TECHNICAL IDENTIFYING FACTORS  

 
MANAGEMENT SOFTWARE FOR WEIGHING / LABELLING  
 
- Developed in tecnologia .net Framework, adaptable and which can be integrated 
with the most common Windows application. 
- Operating on any Microsoft Windows platform. 
- Intuitive graphic interface and suitable for operation with touchscreen pc  
- It can be set up in order to use it with the principals models of scale; it can be 
completed with the Informative System of the customer and with all the Microsoft 
Office applications.   
 
- Main features : 
 
1 Management of 3 or more scales that can be configured with different capacities 
2 Management of 2 labelling machines or thermal printers  
3 Possibility to add a laser reader for the automatic recovery of the information of the 
article 
3 Memorization just of the weights if used only weighing and not labelling 
4 Integrate management Articles, Clients, Tares, Categories, DDT  
5 Storing of all the weights done   
6 Print report/packing-list for filter of dates, article, client on local or network printer  
7 Export of packing list  
9 Printing of customized label with printer with thermal transfer 
11 Suitable to use on traditional pc or industrial touchscreen pc  
13 It can be customized for any need of the customer and modified and integrated 
with new functions even after that the installation has been concluded .  
 
1.1 – DOWNLOAD  

The program ODECA LAB TOUCH can be downloaded from the website www.odeca.it 
from the section applicative software, through the following link:  

http://www.odeca.it/software/OdecaLabTouch.zip 
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1.2 – INSTALLATION  

The program ODECA LAB TOUCH can be installed on every working PC with Windows 
XP and followings; after opening the link indicated above the download window opens.     

Click on ‘open’ to access directly to the installation 
of the program or click on ‘save’ to download the 
program and proceed with the installation in 
another moment.  

 

 

click on setup.exe and, 
then, on EXTRACT to 
decompress the file  

 

click on setup and, then, 
unblock the Windows protection 
alerts 

 

click on ‘forward’ to 
proceed with the 
installation  
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accept the license conditions and click on 
FORWARD to go on with the installation 

 

 
 
 
 
 
 
 
Select the destination file which to install the 

program in (usually C:\Programmi\Odeca srl\Lab 
Touch\) and click on ‘FORWARD’ to go on. 

 
 
 
 
 
 
Click on ‘close’ to finish the 
installation. 
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1.3 – INIZIALIZING OF THE PROGRAMME 

When the program is opened for the first time, a box 
appears, in wich, it is required at each access to the 
program the login, inserting user name and password.    

The standard user name is ODECA whereas the password 
space is empty; 

confirm, so, through OK to login. 

It will be possible to modify the data in the user menu 
(par 3.4). 

 

The program will open in demo mode waiting for the license to be activated.  

 
 
 
 

 

1.4 – LICENSE ACTIVATION 

 

 
 
 
 
 
 
 
 
 
 

Clicking on license the serial number of the license is be shown, it is, so, necessary to 
ask for the file of license activation, sending an email with the serial number 
highlighted in the license window to the address  assistenza@odeca.it ; 

As quickly as possible you will receive an email as answer with, as an attached, the 
file licence.key that contains the 
activation code of your program; 

Copying this file into the main file of the 
program is enough (ex. C:/Programmi 
(x86)/Odeca srl/LabTouch/). When the 
program is launched again, the state of the 
license will be valid. 
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2 MAIN SCREEN 
 

 
 

2.1 – MAIN SCREEN 

The main screen in the picture above has the interface that  appears immediately 
after launching the application and allows the access to all the functions of the 
program.  
 
 
For a better orienteering within the interface, it will be divided in this way: 
 

2.2 – FUNCTIONS MENU  

 

 

 

It is the main menu of the application, from which it is possible to do operations of 
weighing/labelling, to add data in client database, to control the printings and 
configure the settings for the right operation of the software. 
 

2.3 – QUICK MENU 

 

Placed exactly under the main interface, 
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it is a simple use- menu, that make it easier the task of the operator in charge of the 
use of the software, allowing him to immediately access to the most common 
functions.    
 

2.4 – MAIN INTERFACE 

 

 

This area is entirely dedicated to the insert or to the recovery of the data in order to 
do every other type of operation.  
 
It is divided into 5 cards: 
- Article 
- Ingredients 
- Traceability 
- Client 
- Totals 
 
On the right, instead, it is possible to find the label 
space, that, during the count, at each updating of a 
data field, is updated in order to give us a quick 
printing preview or, at the end of the weight, shows 
the complete label that has just been printed.   

2.3 – SCALES FRAME 
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This box allows the user to control in real time the all weighing position.  
In the box on the led it is shown the gross of the scale that is being used and, if 
possible, a set tare; in the one on the right, it is shown the net weight of the scale; 
For what concerns the scale fields, in the box exactly above, it is possible to visualize 
the state of the scale, that will, thus, make the background colour of the weight 
change.  :[VERDE-STABILE];[AZZURRO-INSTABILE];[ROSSO-ERRORE]. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 FUNCTIONS MENU 
 
 
 
 

3.1 – WEIGHING 
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Clicking on ‘weighing’ a drop down menu, reporting the 
following voices, opens: 

SETTINGS: it allows to select the scale if there are more 
than one scale connected to the system; 

TARE: it allows to do a tare  

WEIGHING: weigh 

TRANSFER: it allows to cancel a memorized weight. 

 

 

3.2 – ARCHIVI 

in this menu it is possible to find all the archives that is possible 
to fill in according to how it is meant to use the program: 

OPERATORS: it allows to program the operator’s menu 
CATEGORIES:  it allows to program the categories menu  

ARTICOLES: it allows to program the Item menu  

CLIENTS: it allows to program the clients’ menu  

PRICE LISTS: it allows to program the price lists menu for the 
client  

PACKAGINGS: it allows to program a tare archive  

WEIGHTS: it allows to visualize the database of the memorized 
weights  

DDT: it allows to visualize the database of the memorized DDT 

LOTS: it allows to visualize the database of the memorized lots 

 

 

 

 

3.3 – PRINTINGS 

The PRINTINGS menu allows to recover printings 
previously done, such as  : 

REPRINT LATEST LABEL ; 

REPRINT LABEL any label present in an archivi of 
weights.  

PACKING LIST  
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REPRINT DDT 

 

 

3.4 – USERS 

 

This menu allows to login a user different from the one 
currently used and to create new groups managed as 
administrrator or simple users to which is is possible to 
permit or not the access to some functions of the program, if 
possible, protecting them with a password.   

 

 

3.5 – CONFIGURATION 

In this menu the necessary settings for the good working of 
the program are done.   

PARAMETERS: a menu, which allows to accomplish settings 
used as standard by the program, opens  

PERIPHERAL DEVICES: it allows to assign and activate the 
peripheral devices (scales, printers, Etc..) to the program  

DESIGN LABELS: it opens the editor LABEL DESIGNER to 
create and modify labels 

LICENSE: it visualizes the serial number of the program, in 
the pc where it is installed and the state of the license.  

 

 

 

 

3.5.1 PARAMETERS 
Clicking on parameters a window, which includes four tables, opens  

 

 

GENERAL 

it assigns to the used system a recognition number 
that can be inserted in the different printings in order 
to identify the source-machinery if there were 
different weighing systems installed.   
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It allows to insert a business header 
that can be used in the printings as a 
reference for the system that is being 
used.  

 

 

 

Selecting the flag Enable automatic weighing the weight is automatically 
memorized when the condition of stability is reached; 

Disabling under threshold obliges the system to make the weight be under the set 
up value of  minimum threshold again, in order to have the necessary conditions to 
enable a new weight    

 

Inactivation while moving obliges the system to do a movement of the weight 
superior to the set movement threshold 

enables/disablesa the visualization 
of the virtual keyboard;  

Language select the language of 
the system in Italian or English. 

ETICHETTE 

 

 

 

 

It allows to select the path of the LABELS folder, which the 
program will look for all the printing formats while weighing 
from;  
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Clicking on the key on the right of the box, it is possible to select the path of the 
labels folder  

 

 

it allows to select the format of the label used as standard by the system, this format 
will be released in all the weights with products or not, which specific label formats 
are not associated to.. 

Clicking on the key on the right the 
labels folder, that is situated in the path 
indicated in the procedure previously 
desctipted, opens. Click twice on the 
format to select it. 

COPIES it indicates the number of 
labels that will be printed   

PRINTER it selects the printer that will 
be used to print the single label if there 
are more than one printers connected; 

IMAGES SHIPPING it sends the image/logo set on the label to the printer (just for 
EPL printers). 

 

 

It allows to select a specific label for each total, the number of copies of the printer 
which to print the selected total with.  
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it allows to select the format of the ddt layout , the number of copies and the printer 
whicht it will be printed with. 

 

TRACEABILITY 

 

In this section it is possible to insert of 
your choosing the description of the free 
texts that can be associated to the items; 

during the production it will, the, be 
possible to associate to the article a 
number of lot, as well as any other caption 
that will be needed not encoded on the 
label. 

 

 

 

 

 

 

 

GS1-128 
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In this section it is possible to compose the code EAN 128 that can be printed on our 
labels, appropriately programmed.  

select in this drop down menu a 
GS1 number free or that has to 
be modified. 

click on the button ADD AI to insert the number for the 
identification of the application; 

for example, in order to insert the AI code of the net 
weight with three decimals, write (3103), the code that has been inserted appears in 
the window on the left. 

 

 

 

click on the button ADD FIELD to associate the variable 
field, which is meant to take the data, that have to be 
printed on the barcode, from; In case of code inserted 
in the example previously described, it will be necessary 
to insert the field NET WEIGHT. 

Click on the button CONFIRM DEFINITION to complete 
the insertion of the field previously inserted (if this 
passage is not realized, the field will be deleted) , the 
bar of the drop down menu will be, so, updated.  

  

 
3.5.2 PERIPHERAL DEVICES 
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In this section the association of the 
peripheral devices to the system is 
realized; 

click on the enabled flag to make the 
peripheral device active, select the type 
of peripheral device and the serial port 
which it is connected to 

 

 

 

in case of printer connected as windows 
printer, it will be necessary to insert its 
name, too. 

 

 

 

 

 

 

 

 

3.6 – INFO 

it visualizes the 
information that concern 
with the installed 

program 

 

 

 

 

 

 

3.7 – CLOSE 

        SWITCH OFF: it switches the 
computer off 
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      RESTART: it restarts the computer 

CLOSE: it closes the Lab Touch 
program 

ANNUL: it permits to exit from this 
position and goes back to the program  

 

 


