
 

 

 

 

 

Instructions of use and installation  
 
Platforms Mod. 960/4C , 2001/4C , PEC , PFA,  PP , T/4C 
Weighing platforms with four share beam load cells   
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Instructions for the installation 
 
 
Floor-Platforms 
 

• Place the weighing platform on a dry, plain and horizontal surface. 

• The range of the working temperature must be included within -10°C and +40°C 

• Avoid exposing the weighing platform to extreme temperatures, aggressive chemical 

gasses, strikes and vibrations that could damage it  

• Level the weighing platform using pins of adjustment  

• Verify that all the pins have a stable pillar with the installation surface  

 
Platforms that have to be buried at the same level of the ground  
 

• Place the frame in the hole of foundation  

• Level the four corners, verifying that they have a stable support with the small corner-pillars 

of the hole of foundation   

• Bound the frame in the hole of foundation with concrete  

• Place the platform respecting the orienteering sense determined by the reference symbols 

on the load countertop and on the frame  

• Level the weighing platform using the adjustment pins, verifying that the load countertop is 

at the same level of the frame of the hole of foundation  

• Verify that all the pins have a stable support with the installation surface  
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 TITLE

Sezione piattaforma 2001/4C

ODECA s.r.l.

Telaio PortanteLamiera di copertura

60

100

10
5

Cella di carico

Piedino cella regolabile in altezza

Piastra di centraggio piedino cella

Cornice per buca di fondazione
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Platforms Mod. 960/4C that have to be buried at the level of the ground  
 

• Remove the covering metal sheet   

• Place the platform in the hole of foundation  

• Level the four corners, verifying that they have a stable support with the small corner-pillars 

of the hole of foundation 

• Bound the hole in the hole of foundation with concrete  

• Unblock the load-bearing framework, lowering the four dice identified by  

• Replace the covering metal sheet   
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Colour codes load cells 3410 
      

Exc +  Exc -  Sense + Sense - Sign + Sign - 
      

Red Black Blue Brown Green White 
 

Colour codes load cells 3510 
      

Exc +  Exc -  Sense + Sense - Sign + Sign - 
      

Blue Black Green Grey White Red 
 

Colour codes load cells 65023 
      

Exc +  Exc -  Sense + Sense - Sign + Sign - 
      

Red Black   Green White 
 

Colour codes load cells TS5  
      

Exc +  Exc -  Sense + Sense - Sign + Sign - 
      

Red Black   Green White 
 
Colour codes load cells TS2 stainless steel 
IP68 
      

Exc +  Exc -  Sense + Sense - Sign + Sign - 
      

Red Black Yellow Blue Green White 
 

 
Colour codes of the connecting cable 
      

Exc +  Exc -  Sense + Sense - Sign + Sign - 
      

Grey Black White Green Pink Yellow 

Numeric  version ATEX cable connecting the for code 
      

Exc +  Exc -  Sense + Sense - Sign + Sign - 

2    5                  5                 4                 3                  1               
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Pallet-Weighing Platform Mod. PP / Framework T/4C  

 SCALE

 SIZE  CAGE CODE  DWG NO

 SHEET

 REV

 TITLE
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0

30130

Ø60

60
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0

Celle di Carico

Piedini di livello

Ruote per la movimentazione

Scatola di derivazione

Piattaforma Pesapallet PP

120

65

85

 SCALE

 SIZE  CAGE CODE  DWG NO

 SHEET

 REV

 TITLE

Pesa pallet PP - Sezione

ODECA

60

Piedino di livello regolabile in altezza

30

30

Cella di carico
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AA

Tubo diam. 40 per passaggio cavo Zoccoli in cemento

Sez.   A  -  A

 SCALE

 SIZE  CAGE CODE  DWG NO

 SHEET

 REV

 TITLE

Dimensione : mm 1250x1250

ODECA srl
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Buca di fondazione Mod. 2001/4C - 960/4C
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13
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ODECA s.r.l. 
Via Dell’Industria, 20 
21044 - CAVARIA  - VA – 
 
 
 
    DICHIARAZIONE DI CONFORMITÀ 
    Declaration of conformity 
      Dèclaration de conformité 
    Konformitatserklarung 
 
 
 
 

Lo strumento per pesare a funzionamento non automatico                                             III  
The non-automatic Weighing instrument 
L’instrument de pasage à fonctionnement non automatique 
Fie nichtselbsttatige Waage  
 
 
 

Fabbricante: 
Manufacturer: 
Fabricant: 
Hersteller: 

 
ODECA srl 

Tipo/Modello: 
Type/Model: 
Type/Modèle: 
Typ/Modell: 

 
960/4C – 2001/4C –PEC – PFA - PP – T/4C 

– 2001ISP 
 

 
 
 
Corrisponde ai requisiti della Direttiva del Consiglio 90/384/CEE e successive modifiche e ai requisiti delle 
seguenti direttive CE: 
Correspond to the requirements of  Council Directive 90/384/EEC as amended and to the requirements of the following 
ED directives: 
Correspond  aux exigences de la directive 90/384/CEE modifiée ed aux exigences des directives CE suivantes: 
Entspricht dem in  sowiu den  Anforderungen del EG-Richtlinie 90/384/EWG in der Jeweils geltenden Fassung und den 
Anforderungen folgender EG-Richtlinien: 
 
 
 

89/336/CEE modified with the directive 92/31/CEE and 93/68/CEE 
as application of the harmonized norms EN-45501-1 and EN-50082-1 

73/23 CEE modified through the directive 93/68/CEE 
as application of the harmonized norm EN-60950 

 
          Odeca s.r.l. 
 

           


